
ILLER STRIPS 


CImuMj 

MOLDED IN RUBBER 


POSITIVELY SEALS openings 
between corrugated panel 
and flat surfaces 


INEXPENSIVE INSULATION 


PERFECT BOND with gasket effect 


FLEXI BLE — conforms to variations 
in panel. 
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FILLER STRIPS 
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Perm-Seal Filler Strips, also called Closure Strips, 
are accurately molded in rubber, soft rubber, or asphalt 
to fit the corrugations of today's popular building ma¬ 
terials—fiberglass panels, aluminum, steel, asbestos 
and glass sheeting, 5-V crimp roofing and ribbed sid¬ 
ing. They fill the openings between these materials 
and the structural framing. 




PERM-SEAL 
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The rapidly expanding use of fiberglass panels has 
greatly increased the demand for Perm-Seal Filler 
Strips. They are recommended by leading panel manu¬ 
facturers, are specified by discerning architects, and 
are eagerly accepted and used by alert builders. 

Plastic panels generally require moldings or trim 
when used in modern building construction. The cor¬ 
rugations of the panels leave spaces which must be 
filled and Perm-Seal, being especially engineered for 
the job, does it neatly, quickly and economically! 

The following pages and pictures give further details 
concerning the wide adaptability of Perm-Seal to fiber¬ 
glass panel construction. 
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PERM-SEAL 


Whether they are used inside or outside, Perm-Seal 
Rubber Filler Strips will last the life of the building. 
They retain their accurate fit and proper resiliency 
wherever they are installed—in tropic heat or arctic 
cold. They are moisture proof and insect-proof. They 
require NO maintenance once they are properly in¬ 
stalled. 
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The “soft rubber" used in strips recommended for 
fiberglass installations was especially compounded for 
these less-rigid materials. It resists temperature 
changes, water, moisture, oil and industrial fumes. 

It tested 20% to 25% better aging and longer flex-life 
than ordinary rubber. It has complete recovery after 
being compressed under ordinary applications. 




PERM-SEAL 


The particular Filler Strips generally required for 
fiberglass installations are usually stocked by manu¬ 
facturers and distributors of the panels themselves. If 
your supplier does not regularly stock them, he can 
quickly supply you on special order from the Asphalt 
Corporation. 



ECONOMICAL — because they're cost saving 

Perm-Seal actually costs as little as one-tenth as much as 
other contoured molding. Saves installation time, too! Can be 
quickly cut to varying lengths. Requires no costly hand caulk¬ 
ing. Leaves no gaps to fill between molding and panel. Needs 
no attention later on—a neat, tight job right from the start! 


are made more secure and 
more neatly trimmed with 
Perm-Seal Filler Strips. 
They fit quickly into place. 
Instantly you have a per¬ 
manent seal against 
drafts, dust, and noise. 
Paint them as you paint 
the molding. 



When fiberglass panels are 
used for patio and porch, 
Perm-Seal serves a dual 
purpose. It helps prevent 
crazing and cracking as 
well as insulating and 
weatherproofing. 


the differ- 
“getting 
a really 
job. Just see 
how trim these protec¬ 
tive strips look in an 
installation! 


POSITIVELY SEALS ALL OPENINGS 

You get absolute security wherever the corrugated panel 
joins a flat surface. Even diagonal joints may be fitted with 
Perm-Seal Strips cut to order to the angle called for by the 
specifications. Costly caulking, the old-fashioned way to close 
these gaps, is supplanted by modern, molded-to-fit Perm-Seal. 


PERM-SEAL MERITS (AND WINS) APPROVAL 

Keeping pace with the development of fiberglass construc¬ 
tion, Perm-Seal already has years of proven performance. Just 
ask the manufacturers of the panels you are using. 

Nearly every leading manufacturer recommends Perm- 
Seal for use with his products. Many of them supply these filler 
strips with the panels—as an essential part of the construction 
“package". See that your next job includes these valuable 
accessories. 




















CONSTRUCTION DETAILS 
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Shown in detail is a suggested method of in¬ 
stalling a fiberglass covering over a terrace or 
breezeway. Similar construction features are 
adaptable to other building requirements. 

Perm-Seal Filler Strip fits across corruga¬ 
tions. These may be nailed or bolted in place 
or, better, cemented with Perm-nent Clear 
Cement. 

(2) Perm-nent Clear Cement is also used to seal 
the laps of fiberglass panels. This gives a 
transparent, waterproof, warp-resistant lap. 

(o) For diagonal framing, use diagonally cut 
Filler Strips (these are special-order items 
and their need and angles should be antici¬ 
pated in advance). 

(4) Longitudinal (or vertical) type Perm-Seal 
Filler Strip is placed along the end corruga- 
tion. 


ARCHITECT'S SPECIFICATIONS 


A f ew r e pres e nt a ti ve applications of Perm-Seal Filler Strips 
are detailed at the right. Your own experience will remind you of 
many more. 

TIGHTLY FILLS AND SEALS 

Wherever there’s an opening or gap in preformed fiberglass 
panel installations there’s a Perm-Seal Filler Strip to close it— 
tightly, permanently and economically. The soft rubber of these 
strips readily conforms to the slight variations in panels due to 
installation stresses. 

MAY BE PAINTED TO MATCH 

Perm-Seal, when properly primed with a latex paint (ask 
about our Perm-nent Latex Paints), will accept any finish coat, 
thus, your finished job will look smooth and be in complete color 
harmony with the decor of the room or exterior. 

PUT PERM-SEAL INTO YOUR SPECIFICATIONS 

The following will help you include Perm-Seal products in your 
particul^r°job WOrcbng can reac ^y adapted to suit your 

CLOSURES FOR PANELS 

u Wherever filler (closure) strips are called for on drawings or 
schedule of parts and/or specifications, Perm-Seal Rubber Filler 
btnps in the types and sizes or corrugations detailed, and as manu- 

by Asphalt Corporation of America, Danville, Illinois, 
snail be used. 

CEMENTING LAPS OF PANELS 

•, ‘Z<J r interior and exterior applications of fiberglass panels, 
side and end laps shall be cemented with a bead of Perm-nent Clear 
Cement, as manufactured by the Asphalt Corporation of America 
Danville, Illinois. This bead shall be 1/16" thick and 1/2" wide. 

CAULKING PANELS 

“For caulking wherever necessary for waterproofing flashing 
or overlapping joints, a bead of Perm-nent Rubber Mastic, as 
manufactured by the Asphalt Corporation of America, Danville, 
Illinois, shall be applied.” 

PERM-SEAL HAS WIDE ADAPTABILITY 

. Th( :^. are over 70 standard patterns of Perm-Seal Filler 
Particular folder deals especially with their use with 
fiberglass materials, but there are especially-engineered strips 
for ALL types of corrugated materials—aluminum, steel, asbestos 
S ? e Swe ets 8b/As for additional data. Also write for 
12-page brochure and price lists. 

ASPHALT CORPORATION SPECIALIZES IN CLOSURES 

The Asphalt Corporation of America, founded in 1925, special¬ 
izes m the engineering, development and manufacture of filler 
stnps and cell closures for corrugated building materials. This is 
our full-time job. We are the ONLY manufacturer of a complete 
lme of rubber and asphalt closures. You can depend on Perm-Seal 
and Perm-nent Products. 



SEALING PANEL LAP 















































































































AdJmum 
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Though designed especially for 
use with corrugated panels and 
filler strips, Perm-nent Ad¬ 
hesives will make a good, per¬ 
manent bond between practic¬ 
ally any construction ma¬ 
terials. For use with fiberglass 
materials we recommend the 
following: 
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A translucent adhesive made of synthetic resins. De¬ 
signed particularly for use with translucent plastic 
panels. Use where panels lap each other or other cor¬ 
rugated sheeting. Adheres to plastics, wood, metal and 
other building materials. Sets to a tough, resilient film 
that is completely light-stable, waterproof and sun¬ 
proof. 


PERM-NENT 


[piKM a §i^[L 

As corrugated material is nailed, 
bolted or screwed into place, the 
workman simply inserts the proper 
Perm-Seal Filler Strips. With that, 
construction is trim and weather- 
tight. 


Nailed or bolted—even the fas¬ 
tener’s shank is permanently sealed. 
Every corrugation is bolstered 
against crazing or flattening in 
fastening. 

Perm-Seal eliminates expensive, 
bulky caulking. It is especially valu¬ 
able when erecting (or replacing) 
fiberglass skylights. Use it inside 
and out for a quick, perfect seal. 

Perm-Seal Filler Strips come 
neatly packed in corrugated cartons. 
The number you require can be 
readily determined in advance and 
there need be NO waste. Strips 
coincide in length with the accepted 
standards of the corrugated panels 
to which they are applied. They cut 
easily with a sharp knife. 

Perm-nent Adhesives are recom¬ 
mended for maximum efficiency in 
construction. Perm-nent Clear Ce¬ 
ment is particularly valuable when 
erecting fiberglass panels. It is 
relatively easy to handle, though 
quick-set. 


An all-latex insulating and sealing cement that keeps 
its rubbery qualities after full set. Use it to cement 
corrugated sheets together ... to join filler strips at 
butt ends ... to equalize extreme variations between 
sheeting and framing to give a watertight seal . . . and 
as a super-plastic caulk. Blue gray on application; 
rubber-black after set. Available in knife and gun 
grades. 


HOW TO SELECT THE PERM-SEAL CLOSURE FOR YOUR PANEL 


I. Look for the Pattern 

Look at the edge of your corrugated 
sheet or panel. Find the same "pro¬ 
file" in the scale drawings of filler 
strips shown in Column (I). Drawings 
are scaled I inch to I foot. 


2. Measure Corrug. Width 

Check your corrugated material for 
distance from the highest points of 
two adjacent corrugations. In the ex¬ 
ample shown, the width of corruga¬ 
tion is 2 . 66 ". See Column (2). 


3. Measure Corrug. Depth 4. Figure Lineal Footage 


p-“PITCH” 
Scale l"=l' 


Determine the depth of corrugation 
of your sheeting by measuring at the 
"valley." Find your measurement in 
Column (3). Then decide what width 
of strip is best and order accordingly. 


<vT: 


From your plans determine lineal feet 
of each type of strip required. Order 
by footage; we will ship required 
number of strips. Specify the angle- 
degrees for diagonal strips. 


A .Horizontal 

B. Longitudinal 

(OR vertical) 

C. Diagonal 

(OR BEVELEO) 


Shown here are only a few of the more than 70 
different Perm-Seal Filler Strips. See our Price 
List for the complete line. 

0 

Width of 
Corrug. 

e 

Depth of 
Corrug. 

O 

Item 

Number 

Standard 

Width 

Overall 

Length 

Number 
Strips per 
Package 

Weight of 
Package 

1.25' 

1/4' 

AC-125 

1' 

24' 

120 

31 lbs. 


1.25' 

3/8' 

RE-125 

P 

30' 

160 

60 lbs. 


2.67' 

13/16' 

RA-267-1 

r 

28' 

70 

52 lbs. 




RST-320-1 

r 

27' 

150 

43 lbs. 


2.66' 

9/16' 

RST-551-S 

r 

28' 

88 

43 lbs. 

^ ^ ^ A A A 

4.2' 

1-1/16' 

RR-4.2 

1-1/2' 

25.2' 

48 

54 lbs. 

— ^ i ^ i 

6.5' 

7/8' 

RC-6.5 

1' 

39-1/2* 

80 

65 lbs. 


FOR ADDITIONAL INFORMATION 

Write to us for data on specific applications, complete physical 
properties, technical data sheets, and engineering drawings of strips, 
as well as samples of Perm-Seal Filler Strips and Perm-nent Adhesives. 


ASPHALT CORPORATION OF AMERICA 

(snjMU&u/ny vn. V-tZifiAa/t -fa*- 

TELEPHONE DANVILLE 2320 DANVILLE, ILLINOIS 


PRINTED IN U.S.A. 


COPYRIGHT 1956 










































Digitized by: 



INTf RNATIONAl 


ASSOCIATION 

FOR 

PRESERVATION 

TECHNOLOGY, 

INTERNATIONAL 

www.apti.org 

BUILDING 

TECHNOLOGY 

HERITAGE 

LIBRARY 


https://archive.org/details/buildingtechnoloqvheritagelibrarv 

From the collection of: 


Carol J. Dyson, AIA 







